
STELLAR IN ANY SITUATION. DESIGNED FOR THE RETAIL OPERATOR

Get the best of both worlds with the EVOLUTION®. Uniting the strengths of soft-touch car wash 
methods with touch-free technology, you give your customers the freedom of choice with the height 

of modern car washing systems. The AUTEC team is happy to help you select the best features to 
not only serve your customers, but also wow them! From multicolor foaming soap, infused with 
delightful fragrances, to an undercarriage wash, you gain a veritable treasure trove of options.

Our decades of experience 
have culminated in this 

contemporary, one-of-a-kind 
design. As the best of both 
worlds, your EVOLUTION® is

truly evolved.

Your success is our success.
From discussion to installation

to ongoing guidance, our 
experts are with you 

for the long haul.

Select exactly what suits your 
location with our most thorough 
feature set of all AUTEC car wash 

systems, from heated foamy 
presoak to multiple post

rinse arches.

800-438-3028    AUTEC-CARWASH.COM

ADVANCED HYBRID EXHAUSTIVE FEATURESTHE AUTEC EXPERTS



800-438-3028    AUTEC-CARWASH.COM

WITH AUTEC CAR-WASH SYSTEMS, 
SUPERIOR QUALITY COMES STANDARD.

All of our car-wash systems are built on a foundation of solid construction 
and include the high-performance features you need.

Stainless-Steel Construction All-Welded Frame Our Signature Wash Material

Dual Arm Support Hydraulic Operation Water Based Hydraulics

Direct Drive Overhead Mitter Split Hub Design

Heated Pre-Soak
High-Pressure, Touch-Free Wash
Rocker Panel Blaster
Front-Arm Retract
Rear Jog

Rear Super Clean
Wall of Foam or Triple Foam
Router for installation configuration
and remote service assistance

YES, OUR AUTEC EVOLUTION® 
COMES WITH EVEN MORE

RECOMMENDED OPTIONS

Max Width Standard

Max Width Extended Option

Max Height Standard

Max Height Extended Option

Water

Air

Electrical

Height

Width

Length

110”

122”

84”

96”

26 GPM @ 40 PSI (Soft Touch)
35 GPM (Touch Free)
61 GPM (Combination)

5 CFM @ 100 PSI

175 AMP @ 208/230 V AC, 60 HZ, 3 Phase
80 AMP @ 460/480 V AC, 60 HZ, 3 Phase
70 AMP @ 575 V AC, 60 HZ, 3 Phase

10’ 3”

16’

36’

VEHICLE DIMENSIONS UTILITY REQUIREMENTSBAY 
DIMENSIONS*

*Consult Factory if Less

*Can Be Reduced with Reclaim


